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DESIGN: Adaptatone-Millennium Model Series audible signal devices:
5510 followed by M-25Y6 or M-70Y6.
5530 followed by M-24AQ, M-24N5, M-24Y6, M-120N5, M-120Y6, M-485Y6, MV-
485-Y6, MHV-24AQ, MHV-24Y6 or MHV-120Y6.
5531; followed by M-24AQ, M-24N5, M-24Y6, M-120N5, M-120Y6, M-485Y6, MV-485Y6,
MV-24N5, MV-24Y6, MV-120N5, MHV-24AQ, MHV-24Y6 or MHV-120Y6.
5532; followed by M-AQ, M-N5, M-Y6, M-485Y6, M-25Y6, M-70Y6, MHV-AQ or MHV-Y6.
5536; followed by M-24AQ, M-24N5, M-24Y6, MHV-24AQ or MHV-24Y6.
5540; followed by M-24AQ, M-24N5, M-24Y6, M-120N5, M-120Y6, M-485Y6, MV-
485Y6, MV-24N5 or MV-24Y6 and 5540MP-24Y6 audible signal devices. The 5532
series units accept tone or voice signals from 5540 series for amplified sound output.
Units other than Model 5532 series may produce up to 27 different tones, and may
playback additional pre-recorded voice messages. Each model calls out what
configuration is present. Refer to listee's instruction manual for additional detailed
product description and operational considerations.

RATING: AQ — 24 VAC, 24VDC
N5 - 120 VAC
Y6 — 120-240 VAC, 125-250 VDC

INSTALLATION: In accordance with listee's printed installation instructions, applicable codes & ordinances
and in a manner acceptable to the authority having jurisdiction. Suitable for outdoor use
(type 3R enclosure).

MARKING: Listee's name, model number, electrical rating and UL label.

APPROVAL: Listed as audible signal electronic horn for use with separately listed compatible fire
alarm control units. Suitable for hazardous locations Class I, Division 2, Groups A, B, C
and D, T4; Class ll, Division 2, Groups F and G, T5; and Class lll, T5. Model 5540 series
ending in suffix AQ or N5, T4A.

Other than Model 5532 series, these units can produce a distinctive three-pulse
Temporal Pattern Fire Alarm Evacuation Signal (for total evacuation) in accordance

with NFPA 72, 1999 Edition. Refer to manufacturer’s Installation Manual for details.
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